
  

Vertical PowerOptionsTM 

The PowerOptions family 

is a full range of  

Duplex, Individual and  

Isolated-ground power  

strips that increase  

versatility in the design and 

integration of rack systems.

	 Easily Removed
	 Easily Relocated
	 Adjustable 180 degree swivel 	

	 from front to rear
	 15A, 20A and 30A units in 	

	 125V or 250V
	 Isolated Ground
	 Digital Current Monitoring
	 Surge Suppression

www.APWMayville.com
403 Degner Avenue    Mayville, WI  53050    Toll-Free: 800-558-7297

PowerMount™ full length multi position 
hanger & Quick Release Mounting Brackets 
(patent pending)

Configure Your Own: Configure Your Own:

15A & 20A / 125V Individual Receptacles Evenly Spaced
                                        n  No Power Switch

                                                                                    n  Power On - Green LED

                                                                  n  10 ft SJT cord

                     n  Includes our exclusive PowerMount™ system

Amps / 
Volts Part # # 

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection 
Available

Current 
Monitoring 
Available

UL 
Designation L x W X D

15A / 
125V

EPV1708-
E15P 8

NEMA 
5-15R 

Individual
5-15P Yes Yes No 1 17 x 1.61 x 

1.61

15A / 
125V

EPV3910-
E15P 10

NEMA 
5-15R 

Individual
5-15P Yes Yes No 1 38.5 x 1.61 

x 1.61

15A / 
125V

EPV4814-
E15P 14

NEMA 
5-15R 

Individual
5-15P Yes Yes No 1 47.5 x 1.61 

x 1.61

15A / 
125V

EPV6620-
E15P 20

NEMA 
5-15R 

Individual
5-15P Yes Yes Yes 1

66.25 x 
1.61 x 
1.61

20A / 
125V

EPV1708-
K20P 8

NEMA 
5-20R 

Individual
5-20P Yes Yes No 1 17 x 1.61 x 

1.61

20A / 
125V

EPV3910-
K20P 10

NEMA 
5-20R 

Individual
5-20P Yes Yes No 1 38.5 x 1.61 

x 1.61

20A / 
125V

EPV4814-
K20P 14

NEMA 
5-20R 

Individual
5-20P Yes Yes No 1 47.5 x 1.61 

x 1.61

20A / 
125V

EPV6620-
K20P 20

NEMA 
5-20R 

Individual
5-20P Yes Yes Yes 1

66.25 x 
1.61 x 
1.61

  15A & 20A / 125V Duplex Receptacles
                                       n  No PowerSwitch

                                                                              n  Power On - Green LED

                                                           n  10 ft SJT cord

                     n  Includes our exclusive PowerMount™ system

Amps / 
Volts Part # # 

Outlets
Outlet  
Type 

Plug 
Type

Circuit 
Breaker

Surge  
Protection  
Available

Current 
Monitoring  
Available

UL  
Designation L x W X D

15A / 
125V

EPV3910-
A15P 10

NEMA  
5-15R 
Duplex 

5-15P Yes Yes Yes 2 38.5 x  
1.85 x 1.3

15A / 
125V

EPV4814-
A15P 14

NEMA  
5-15R 
Duplex 

5-15P Yes Yes No 2 47.5 x  
1.85 x 1.3

15A / 
125V

EPV6620-
A15P 20

NEMA  
5-15R 
Duplex 

5-15P Yes Yes Yes 2 66.25 x 
1.85 x 1.3

20A / 
125V

EPV1706-
B20P 6

NEMA  
5-20R 
Duplex 

5-20P Yes Yes No 2
17 x  

1.72 x 
1.61

20A / 
125V

EPV3910-
B20P 10

NEMA  
5-20R 
Duplex 

5-20P Yes Yes Yes 2 38.5 x  
1.85 x 1.3

20A / 
125V

EPV4814-
B20P 14

NEMA  
5-20R 
Duplex 

5-20P Yes Yes No 2 47.5 x  
1.85 x 1.3

20A / 
125V

EPV6620-
B20P 20

NEMA  
5-20R 
Duplex 

5-20P Yes Yes Yes 2 66.25 x  
1.85 x 1.3



(1) UL & c-UL Listed 60950 Safety of Information Technology Equipment
(2) UL Tested & Recognized 1363 Relocatable Power Taps
(3) UL Tested & Recognized 1449 Transient Voltage Surge Suppressors
(4) UL & c-UL Recognized 1950
Surge is UL & c-UL 1449 rated 330V and 720 Joules

20A / 125V Thin Profile with Individual Receptacles

No Power Switch
No Power On - Green LED
No Circuit Breaker
10 ft SJT cord
Includes our exclusive PowerMount™ system

Amps/
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker 
Available

Surge  
Protection  
Available

Current 
Monitoring 
Available

UL  
Designation L x W X D

20A / 
125V

EPVT4812-
K20PNX 12 NEMA 5-20R 

Individual 5-20P No No No Pending 
60950

47.5 x 1.25 
x 1.1

20A / 
125V

EPVT6620-
K20PNX 20 NEMA 5-20R 

Individual 5-20P No No No Pending 
60950

47.5 x 1.25 
x 1.1

20A / 250V IEC Receptacles - Cord with  Nema Plug

No Power Switch 
10 ft SJT cord 
20 Amps Derated to 16Amps 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation L x W X D

20A / 
250V

EPV6624-
Q20TNX 24  IEC320 type 

C13 Outlets L6-20P No No No 1
66.25 x 
1.72 x 
1.61

20A / 
250V

EPV6624-
Q20TCNX 24  IEC320 type 

C13 Outlets L6-20P No No Yes 1
66.25 x 
1.72 x 
1.61

30A / 125V Duplex Receptacles
 

No Power Switch 
10 ft SJT cord 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation

L x  
W X D

30A / 
125V

EPV6620-
A30TX 20

NEMA 5-20R 
Duplex 

Alternating  
Black / White

L5-30P 2 x 15A No No 4
66.25 x 
1.85 x 

1.3

30A / 
125V

EPV6620-
A30TCX 20

NEMA 5-20R 
Duplex 

Alternating  
Black / White

L5-30P 2 x 15A No Yes 4
66.25 x 
1.85 x 

1.3

20A / 250V Duplex Receptacles

 
No Power Switch 
No Circuit Breaker 
10 ft SJT cord 
250 Volts @ 20 Amps, Derated to 16Amps 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation

L x  
W X D

20A / 
250V

EPV6620-
U20TNX 20 NEMA 6-20R 

Duplex L6-20P No No No 1
66.25 x 
1.85 x 

1.3

20A / 
250V

EPV6620-
U20TCNX 20 NEMA 6-20R 

Duplex L6-20P No No Yes 1
66.25 x 
1.85 x 

1.3

30A / 250V Duplex Receptacles

 
No Power Switch 
No Circuit Breaker 
10 ft SJT cord 
250 Volts @ 30 Amps, Derated to 24Amps 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation

L x  
W X D

30A / 
250V

EPV6620-
B30TX 20

NEMA 6-20R 
Duplex  

Alternating 
Black / Red 

L6-30P 4 x 15A No No 4
66.25 x 
1.85 x 
1.61

30A / 
250V

EPV6620-
B30TCX 20

NEMA 6-20R 
Duplex  

Alternating 
Black / Red 

L6-30P 4 x 15A No Yes 4
66.25 x 
1.85 x 
1.61

20A / 125V Duplex Receptacles w/ Isolated Ground
No Power Switch 
No Power On - Green LED 
No Circuit Breaker 
NEMA 5-20R Duplex Isolated Ground (Orange) 
15 ft SJT cord* 
External chassis ground 
Includes our exclusive PowerMount™ system

Amps/ 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation L x W X D

20A /  
125V

EPV4814-
D20T15NX 20

NEMA 5-20R 
Duplex 
Isolated  
Ground 

(Orange)

L5-20P No No No 1
66.25 x 
1.85 x 

1.3

20A /  
125V

EPV6620-
D20T15NX 20

NEMA 5-20R 
Duplex 
Isolated  
Ground 

(Orange)

L5-20P No No No 1
66.25 x 
1.85 x 

1.3

*Cord options include 10, 20ft, 25ft lengths of SJT as well as Flexible BX conduit whip

20A / 125V Dual Circuit

No Power Switch 
(2) 10 ft SJT cords 
(10) outlets per circuit 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge  
Protection

Current  
Monitoring

UL  
Designation

L x  
W X D

2x20A / 
125V

EPV6620-
E20PX 20

NEMA 5-20R 
Duplex  

Alternating  
Black / White

5-20P 2 x 20A No No 1
66.25 x  
1.85 x 

1.3

2x20A / 
125V

EPV6620-
E20TX 20

NEMA 5-20R 
Duplex  

Alternating  
Black / White

L5-20P 2 x 20A No No 1
66.25 x  
1.85 x 

1.3

2x20A / 
125V

EPV6620-
E20TCX 20

NEMA 5-20R 
Duplex  

Alternating  
Black / White

L5-20P 2 x 20A No Yes 1
66.25 x  
1.85 x 

1.3

20A / 125V - 250V IEC Receptacles - IEC Cord Inlet

No Power Switch 
IEC320 C-20 Power Inlet 
IEC Inlet power cord not inlcluded 
20 Amps Derated to 16Amps 
Includes our exclusive PowerMount™ system

Amps / 
Volts Part # #  

Outlets Outlet Type Plug 
Type

Circuit 
Breaker

Surge 
Protection

Current 
Monitoring

UL  
Designation L x W X D

20A / 
125V 
- 250V

EPV6620-
V20NX 20  IEC320 type 

C13 Outlets
Not  

Included 2 x 20A No No 1
66.25 x 
1.61 x 
1.61

20A / 
125V 
- 250V

EPV6620-
V20NCX 20  IEC320 type 

C13 Outlets
Not  

Included 2 x 20A No Yes 1
66.25 x 
1.61 x 
1.61

Configure Your Own:
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